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Introduction 

The purpose of this article is to make the case for a change in our understanding of the color of 

¢ƛǘŀƴƛŎΩǎ ŎŀǊƎƻ ƘŀǘŎƘ ŎƻŀƳƛƴƎǎ ŦǊƻƳ ǘƘŜ ǇǊŜǾƛƻǳǎ άŘŀǊƪ Ƴŀǎǘέ ŎƻƭƻǊ ǘƻ ōƭŀŎƪΦ  [ƛƪŜ Ƴƻǎǘ ŀǊǘƛŎƭŜǎ 

about colors on Titanic, the evidence will be circumstantial because of the fact that no color 

photos were ever taken of Titanic.  Despite this, we have been able to assemble strong 

circumstantial evidence about most of the exterior colors found on Titanic. 

Documentary Evidence 

The primary documentary evidence for colors found on Titanic has been the Britannic 

Specification Book.  This book was developed at the start of construction of each of the Olympic 

class ships but the Britannic Specification Book is the only document which survives for any of 

the Olympic class ships.   In the book were specifications for the outfitting of the ship.  The 

Britannic Specification Book was written for RMS Britannic, not the HMHS hospital ship version.  

The importance of this is that all the specifications were for Britannic as she would appear in 

civilian service.  Thus, the paint specifications would be very similar because there were few 

changes made from ship to ship within the class.  The book does not contain construction 

details and drawings.  It would be used primarily as a guide during fitting out after launch.  The 

ŘŜǾŜƭƻǇƳŜƴǘ ƻŦ .ǊƛǘŀƴƴƛŎΩǎ ǎǇŜŎƛŦƛŎŀǘƛƻƴ ōƻƻƪ ǇǊƻōŀōƭȅ ǘƻƻƪ ǇƭŀŎŜ ǎƻƳŜǘƛƳŜ ƛƴ мфмнΦ  ¢ƘŜ 

reason ǘƘŀǘ ǘƘŜ мфмн ŘŀǘŜ ƛǎ ǎƛƎƴƛŦƛŎŀƴǘ ŘǳǊƛƴƎ hƭȅƳǇƛŎΩǎ ŦƛǊǎǘ ȅŜŀǊ ƛƴ ǎŜǊǾƛŎŜΣ ŀ ŦŜǿ ƳƛƴƻǊ 

changes were made in her paint scheme.  I believe that these changes were incorporated in 

Titanic during the latter stages of her fitting out and were also incorporated ƛƴ .ǊƛǘŀƴƴƛŎΩǎ Ǉŀƛƴǘ 

specifications. 

Though we have had the Britannic Specification Book for quite a few years now, the colors of 

the hatch coamings were apparently misinterpreted early on and that misinterpretation was 

perpetuated because the specification book was not studied closely with regard to the color of 

the hatch coamings.  Figure 1 shows the pertinent excerpt from the Britannic Specification Book 

regarding the paint specifications for the cargo hatch coamings.  The cargo hatch coaming is the 

part of the hatch above the deck which prevented water from flowing into the hatch and also 

provided a safety barrier for men doing cargo work at the hatch. 

 



 

Figure 1 

Britannic specification for the cargo hatch coamings 

As can be seen in Figure 1, the specifications give the exterior color of the cargo hatch coamings 

as black which it notes as (out) and the interior color as dark mast (in).  There are other 

specifications for primer coats and for hatch trunks which are found below the weather deck.  

Some have questioned the (in) and (out) notations and wonder whether (out) means above 

deck and the (in) means below deck.  If that were true, then the hatch coamings we can see 

above deck would be black according to the specification book.  The simple explanation is that 

it refers to the interior and exterior surfaces of the hatch coamings. 

The Photos 

 .ƭŀŎƪ ŀƴŘ ǿƘƛǘŜ ǇƘƻǘƻǎ ǘŀƪƛƴƎ ŘǳǊƛƴƎ ǘƘŜ ǘƛƳŜ ƻŦ ¢ƛǘŀƴƛŎ ǿŜǊŜ άōƭǳŜ ǎŜƴǎƛǘƛǾŜέΦ  ¢Ƙƛǎ ƳŜŀƴǎ ǘƘŀǘ 

blue colors appeared almost white while warm colors like yellows and reds looked much darker 

ǘƘŀƴ ǘƘŜȅ ƴƻǊƳŀƭƭȅ ǿƻǳƭŘΦ  ²ƘŜƴ ƭƻƻƪƛƴƎ ŀǘ ǘƘŜ ŎƻƭƻǊ άŘŀǊƪ Ƴŀǎǘέ ǿƘƛŎƘ ǿŀǎ ƪƛƴŘ ƻŦ ŀ Ǌǳǎǘ 

color shown in Figure 2, it appeared black in the blue sensitive black and white film. 

 

Figure 2 

Dark mast color sample 

An example in Figure 3 shows how dark this color is in the blue sensitive black and white film. 

 

 



 

Figure 3 

Appearance of color dark mast in blue sensitive 

black and white film 

The problem that this presents is that is that if the exterior of the cargo hatch coamings were, 

in fact, black then it would be almost impossible to distinguish them from the dark mast dadoes 

near them.  Fortunately, I recently discovered improved quality ǇƘƻǘƻǎ ǘŀƪŜƴ ƻŦ hƭȅƳǇƛŎΩǎ 

ŦƻǊǿŀǊŘ ǿŜƭƭ ŘŜŎƪ ŘǳǊƛƴƎ ŎŀǊƎƻ ƻǇŜǊŀǘƛƻƴǎΦ  ¢ƘŜ ǇƘƻǘƻǎ ǿŜǊŜ ǘŀƪŜƴ ŦǊƻƳ ŀ ōƻƻƪ ŎŀƭƭŜŘ ά¢ƘŜ 

[ƻƴƎǎƘƻǊŜƳŜƴέΦ  ¢ƘŜȅ ǿŜǊŜ ǘŀƪŜƴ ƛƴ ōǊƛƎƘǘ ǎǳƴƭƛƎƘǘ ǿƘƛŎƘ ƛƳǇǊƻǾŜŘ ǘƘŜ ǉǳŀƭƛǘȅ ƻŦ ǘƘŜ ǇƘƻǘƻǎΦ  

Because of some structural changes made to OlȅƳǇƛŎΩǎ ƻǊƛƎƛƴŀƭ ŎƻƴŦƛƎǳǊŀǘƛƻƴΣ L ǿƻǳƭŘ ŘŀǘŜ ǘƘƛǎ 

photo as most likely being post-Titanic disaster sometime in the middle of 1912.  Figures 4 and 

5 show two of the pertinent photos.  It is clear in these photos that the shade of the hatch 

coaming of cargo hatch #2 is darker than the dark mast painted forward well deck dadoes. 
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Figure 4 

hƭȅƳǇƛŎΩǎ ŦƻǊǿŀǊŘ ǿŜƭƭ ŘŜŎƪ 

 

Figure 5 

Comparison of hatch coaming and dark mast dado 


